DOWNLOADS :

Go to the site :

http://opengc.sourceforge.net/index.html
and read it carefully.

Then download OpenGC-0.55-Windows-exe in the download section at :

http://prdownloads.sourceforge.net/opengc/OpenGC-0.55-Windows-exe.zip?download
And NEW Mar 15 18 2004: New data for X-Plane 7.30 is available, based upon DAFIF cycle 200403 at:

http://www.x-plane.org/users/robinp/
link : http://www.x-plane.org/users/robinp/#GetData
Finally you can download missing Microsoft dlls here :

http://www.dll-files.com/
INSTALLATION :

Let’s say Fly!II is installed in PC « A » and OpenGC in PC « B » :

In « A » you should have :

.../Fly!II/modules/pc --> FlyNet_OGC.dll + OpenGC_Settings.xml

In « B » you should have :

... anywhere --> ...\OpenGC-0.55-Windows-exe\opengc-0.55 --> OpenGC.exe + opengc.ini

- in C:\WINNT\Fonts\Vera.ttf (special font)

- in, let’s say  D:\OpenGlassCockpit\xplanenav --> the x-plane nav files (any folder can be used but the global path will be placed in the OpenGC ini file : see below).

In « B » you also need the MFC70 Microsoft dlls (if you launch OpenGC it will complain for the missing dlls) in C:\WINNT\system32.

SETTINGS :

- In opengc.ini you must have :

NAV DATABASE PATH

D:/OpenGlassCockpit/xplanenav/

FONT PATH

C:/WINNT/Fonts/

DATA SOURCE

FlightGear

... the others settings can be modified after the pdf OpenGC instructions reading.

- in OpenGC_Settings.xml (PC A)

Write PC « B » IP address.

LAN INSTALLATION :

1) PC names and commun domain  (see first image)

2) go to the  TCP/IP sattings  (see second image)

3) type in the parameters  (see third image). 

- domain must be the same in all the LAN  PC

- PC names must be different

- IP addresses must be different in each PC , i.e.  : 10.52.110.5 for « A »  PC, 10.52.110.16 for « B » PC  etc ...

- mask must be the same all over the LAN.
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